
SPECIAL ADHESIVES AND SOLUTIONS
ADHESIVES AND HARDENERS C-1, C-2

METAL PRIMERS C-2

CN-RECONDITIONER C-2

CLEANING FLUIDS C-3

CONVEYOR BELT PROTECTION FLUID C-3

PVC AND PUR ADHESIVES C-4

ACCESSORIES C-4
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ADHESIVES
Two component adhesives for bonding rubber-rubber, rubber-fabric, rubber-metal and fabric-fabric

Cement SC 4000

SPECIAL ADHESIVES AND SOLUTIONS

CFC-free and inflammable, 
use with 4% Hardener E40 (30g per 0.7kg)

Ref. No. Description Contents Pcs/Carton
525 2554 SC 4000 green 0,35 kg 20
525 2509 SC 4000 green 0,7 kg 10
525 2516 SC 4000 green 4,5 kg 1
525 2530 SC 4000 green 200 l =190 kg 1
525 2592 SC 4000 black 0,35 kg 20
525 2602 SC 4000 black 0,7 kg 10
525 2619 SC 4000 black 4,5 kg 1
525 2633 SC 4000 black 200 l =190 kg 1
525 2695 SC 4000 white 0,35 kg 20
525 2705 SC 4000 white 0,7 kg 10
525 2712 SC 4000 white 4,5 kg 1
525 2729 SC 4000 white 200 l =190 kg 1
525 1122 Hardener E 40 15 g 10
525 1067 Hardener E 40 30 g 10

Cement SC 2000

Ref. No.     *EC-Ref. No. Description Contents Pcs/Carton
525 2011 525 2012 SC 2000 green 0,5 kg 20
525 2028 525 2029 SC 2000 green 1 kg 10
525 4002 525 4003 SC 2000 green 6 kg 1
525 4019 525 4010 SC 2000 green 12 kg 1
525 2059 525 2050 SC 2000 green 200 l = 290 kg 1
525 2152 525 2153 SC 2000 black 0,5 kg 20
525 2169 525 2160 SC 2000 black 1 kg 10
525 4026 525 4027 SC 2000 black 6 kg 1
525 4033 525 4034 SC 2000 black 12 kg 1
525 2190 525 2191 SC 2000 black 200 l = 290 kg 1
525 2231 525 2232 SC 2000 white 0,5 kg 20
525 2248 525 2249 SC 2000 white 1 kg 10
525 4040 525 4041 SC 2000 white 6 kg 1
525 4057 525 4058 SC 2000 white 12 kg 1
525 1036 Hardener UT-R20 20 g 10
525 1043 Hardener UT-R20 40 g 10
*Labelled according to EC regulations

Non-flammable, 
use with 4 % Hardener UT-R 20 (40g per 1kg)
LOBA NW-No. 12.22.41 III 36 for SC 2000 up to 1 kg
LOBA NW-No. 12.22.67-1-25 for Hardener UT-R20
Polish underground approval: Dopuszczenie, 
WUG Katowice-No. GM-8/92 for SC 2000 + 
Hardener UT-R20
U.S. Food and Drugs Administration Compliance: 

SC 2000 white, U.S.-FDA-Regulation No. 21, § 175.105  
„Indirect Food Additives: Adhesives“ 
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Cement BC 3000

Non-flammable 
use with 4% Hardener UT-R20 (40g per 1kg)
Long open tack time - especially for large anti-corrosion linings
Do not use for repairing or splicing conveyor belts
Ref. No.     *EC-Ref. No. Description Contents Pcs/Carton
525 2468 525 2469 BC 3000 blue 1 kg 10
525 4064 525 4065 BC 3000 blue 6 kg 1
525 4071 525 4072 BC 3000 blue 12 kg 1
525 2499 525 2490 BC 3000 blue 200 l = 290 kg 1
525 1043 Hardener UT-R20 40 g 10
*Labelled according to EC regulations

SPECIAL ADHESIVES AND SOLUTIONS

For preconditioning of metal surfaces prior to bonding rubber to metal
Ref. No.     *EC-Ref. No. Description Contents Pcs/Carton
525 2420 Metal Primer PR 400 (grey) 750 g 10

CFC-and aromatic free, inflammable,
for Cement SC 2000/BC 3000/SC 4000

525 2406 Metal Primer PR 200 (grey) 750 g 10
CFC-free, inflammable 
for Cement SC 2000/BC 3000/SC 4000

525 2413 525 2414 Metal Primer PR 300 (red), 1 kg 10
Non-flammable 
for Cement SC 2000/BC 3000

*Labelled according to EC regulations

Metal Primer

Non-flammable
For reactivation and cleaning of CN Bonding Layers 
Ref. No.     *EC-Ref. No. Description Contents Pcs/Carton
525 0680 525 0681 CN-Reconditioner 0,5 kg 20
525 0738 525 0739 CN-Reconditioner 6 kg 1
*Labelled according to EC regulations

CN-RECONDITIONER
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Protects rubber surfaces, prevents cracks from ozone and sun radiation and
seals exposed fabric against moisture. Reconditions rubber surfaces.
Ref. No.     *EC-Ref. No. Description Contents Pcs/Carton
593 5039 593 5030 LIQUID NEOPRENE 6 kg 1
593 5046 593 5047 LIQUID NEOPRENE 12 kg 1
*Labelled according to EC regulations

CONVEYOR BELT  PROTECTION FLUID

TIP TOP CLEANING FLUID R4
CFC-free and inflammable. Removes oil and grease from rub-
ber and metal surfaces and cleans brushes for CFC-free adhe-
sives, vulcanizing and heating solutions
Ref. No. Description Contents Pcs/Carton
595 9118 Cleaning Fluid R 4 250 ml 25
595 9125 Cleaning Fluid R 4 800 ml 10
595 9132 Cleaning Fluid R 4 5 l 1
595 9149 Cleaning Fluid R 4, Spray 500 ml 12

SPECIAL ADHESIVES AND SOLUTIONS

TIP TOP CLEANING FLUID

Non-flammable. Removes oil and grease from rubber and metal surfaces and
cleans brushes for adhesives, vulcanizing and heating solutions
LOBA NW-No. 12.22.64-1-7 (bis 4 l)
Ref. No.     *EC-Ref. No. Description Contents Pcs/Carton
595 9077 595 9078 TIP TOP Cleaning Fluid 250 ml 25
595 9022 595 9023 TIP TOP Cleaning Fluid 800 ml 10
595 9084 595 9085 TIP TOP Cleaning Fluid 5 l 1
595 9091 595 9092 TIP TOP Cleaning Fluid 10 l 1
*Labelled according to EC regulations
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PVC-/PUR Adhesive

SPECIAL ADHESIVES AND SOLUTIONS

CFC-free, inflammable, 
use with 4% Hardener E40 (15g per 350g)
Ref. No. Description Contents Pcs/Carton
532 0352 Plastic Cement PC-4 350 g 20
525 1122 Hardener E 40 15 g 10

PLASTIC CEMENT PC-4

Non-flammable,
use with 4% Hardener UT-R20 (40g per 1kg)
LOBA NW-No. 12.22.41 II 48 for Plastic Cement up to 0,5 kg
LOBA NW-No. 12.22.67-1-25 for Hardener UT-R20
Polish underground approval: Dopuszczenie,  WUG, Katowice-No. GM-7/92
for Plastic Cement + Hardener UT-R 20
Ref. No.     *EC-Ref. No. Description Contents Pcs/Carton
532 3270 532 3271 Plastic Cement 0,5 kg 20
532 3311 532 3312 Plastic Cement 12 kg 1
525 1036 Hardener UT-R 20 20 g 10
525 1043 Hardener UT-R 20 40 g 10
*Labelled according to EC regulations

PLASTIC CEMENT 

Two component adhesive for repairing and cold splicing PVC and PVG belts, for repairing soft PVC articles
and bonding of polyurethane products.

ACCESSORIES

For dosing of adhesives, heating solutions, etc.
Ref. No. Description
595 8597 Plastic measuring cup – 180ml

MEASURING CUP

For dosing of adhesives, heating solutions, etc.
Ref. No. Description
595 8580 Plastic measuring bucket – 1 liter
595 8573 Lid for bucket

MEASURING BUCKET

For 200 l drum with 2 inch bunghole outlet
Ref. No. Description
525 8871    Drain Cock 

DRAIN COCK
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